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Tree No. Species
Trunk 

Caliper Existing and Potential Root Growth Conflicts Overall Tree Health and Conditions
1 Kwanzan Cherry 8" Minor - Minor upheaval of sidewalk, future worsening of heaving and curb 

displacement likely due to inadequate tree pit dimensions
Fair - branching conflicts with building and overhead wires, dead branches observed, tree is too large for area

2 Crimson King Norway Maple 7" Minor - Minor upheaval of sidewalk, future worsening of heaving and curb 
displacement likely due to inadequate tree pit dimensions

Fair | Poor - branching soon to conflict with building, branching conflicts with overhead wires, central leader cut 
(topped), broken branches observed, tree is too large for area

3 Amur Cork Tree 12" None - future heaving and curb displacement likely due to inadequate tree pit 
dimensions

Fair | Poor - branching conflicts with building and overhead wires, center of tree cut to accommodate overhead 
wires, dead branches observed, tree is too large for area

4 Norway Maple 18" Minor - Minor upheaval of sidewalk, future worsening of heaving and curb 
displacement likely due to inadequate tree pit dimensions

Poor - branching conflicts with building and overhead wires, center of tree cut to accommodate overhead wires, large 
section leaning | growing over roadway posing safety hazard, tree is too large for area

5 Honey Locust 16" Major - major upheaval of sidewalk, girdled roots, exposed roots, curb 
displaced, future worsening of heaving and curb displacement likely due to 
inadequate tree pit dimensions, provides insufficient space for reconstructed 
curbing, provides insufficient space for reconstructed sidewalk or curbing

Poor - branching conflicts with building and overhead wires, center of tree cut to accommodate overhead wires, large 
section leaning | growing over roadway posing safety hazard, tree is too large for area

6 Norway Maple 15" Minor - Minor upheaval of sidewalk, girdled roots, future worsening of 
heaving and curb displacement likely due to inadequate tree pit dimensions

Fair - branching conflicts with building and overhead wires, some central branches cut to accommodate overhead 
wires, section leaning | growing over roadway posing safety hazard, tree is too large for area

7 Amur Cork Tree 17" Moderate - moderate upheaval of sidewalk, girdled roots, future worsening 
of heaving and curb displacement likely due to inadequate tree pit 
dimensions

Fair | Poor - branching conflicts with building and overhead wires, health of tree appears to be declining, heavily 
pruned limbs, some central branches cut to accommodate overhead wires, tree is too large for area

8 Bradford Callery Pear 20" Moderate - moderate upheaval of sidewalk, girdled roots, curb displaced, 
future worsening of heaving and curb displacement likely due to inadequate 
tree pit dimensions, provides insufficient space for reconstructed curbing, 
provides insufficient space for reconstructed sidewalk or curbing

Poor - branching conflicts with overhead wires, heavily pruned limbs on west side, some central branches cut to 
accommodate overhead wires, large section leaning | growing over roadway posing significant safety hazard, large 
trunk canker | cavity on main leader from prior limb breakage, species is known for weak limb unions creating higher 
likelihood of limb breakage or structural failure, tree is too large for area

9 Bradford Callery Pear 5" None - future heaving and curb displacement likely due to inadequate tree pit 
dimensions

Fair - branching conflicts with overhead wires, tree is leaning | growing toward roadway posing future safety risk, 
some lower trunk damage observed, species is known for weak limb unions creating higher likelihood of limb 
breakage or structural failure

10 Green Ash 21" Moderate - moderate upheaval of sidewalk, girdled roots, curb displaced, 
future worsening of heaving and curb displacement likely due to inadequate 
tree pit dimensions, provides insufficient space for reconstructed curbing, 
provides insufficient space for reconstructed sidewalk or curbing

Poor - branching conflicts with building and overhead wires, heavily pruned limbs on west side, central branches cut 
to accommodate overhead wires, tree is leaning | growing over roadway posing significant safety hazard, tree is too 
large for area

11 Kwanzan Cherry 7" None - future heaving and curb displacement likely due to inadequate tree pit 
dimensions

Poor - branching will soon conflict with building and overhead wires, remaining section of tree is leaning | growing 
toward buildings, entire east side of tree has been removed, health of tree apears to be declining, dead branches 
observed

12 Kwanzan Cherry 9" Minor - Minor upheaval of sidewalk, future worsening of heaving and curb 
displacement likely due to inadequate tree pit dimensions

Poor - branching conflicts with building and overhead wires, health of tree appears to be declining, branch structure 
is tangled, trunk damage observed

13 Kwanzan Cherry 8" Moderate - girdled roots, future heaving and curb displacement likely due to 
inadequate tree pit dimensions

Poor - will soon conflict with overhead wires, health of tree appears to be declining, branch structure is tangled, 
heavily pruned to reduce conflicts, trunk damage observed

14 Amur Cork Tree 19" Moderate - moderate upheaval of sidewalk, girdled roots, future worsening 
of heaving and curb displacement likely due to inadequate tree pit 
dimensions, provides insufficient space for reconstructed curbing, provides 
insufficient space for reconstructed sidewalk or curbing

Poor - branching conflicts with overhead wires, heavily pruned limbs on west side, some central branches cut to 
accommodate overhead wires, large section leaning | growing over roadway posing significant safety hazard, large 
trunk canker | cavity at base of tree, tree is too large for area

15 Kwanzan Cherry 3" None - future heaving and curb displacement likely due to inadequate tree pit 
dimensions

Fair - branching will soon conflict with building and overhead wires, health of some branches appears to be declining

16 Red Maple 9" Moderate - Minor upheaval of sidewalk, girdled roots, exposed roots, curb 
displaced, future worsening of heaving and curb displacement likely due to 
inadequate tree pit dimensions, provides insufficient space for reconstructed 
curbing, provides insufficient space for reconstructed sidewalk or curbing

Fair - branching conflicts with overhead wires, some central branches cut to accommodate overhead wires



17 Norway Maple 12" Minor - Minor upheaval of sidewalk, future worsening of heaving and curb 
displacement likely due to inadequate tree pit dimensions, provides 
insufficient space for reconstructed curbing, provides insufficient space for 
reconstructed sidewalk or curbing

Poor - branching conflicts with overhead wires, center of tree cut to accommodate overhead wires, large section 
leaning | growing over roadway posing safety hazard, trunk damage observed on main leader

18 Norway Maple 15" Moderate - Minor upheaval of sidewalk, girdled roots, exposed roots, curb 
displaced, future worsening of heaving and curb displacement likely due to 
inadequate tree pit dimensions, provides insufficient space for reconstructed 
curbing, provides insufficient space for reconstructed sidewalk or curbing

Poor - branching conflicts with building and overhead wires, health of tree is declining, some central branches cut to 
accommodate overhead wires, section leaning | growing over roadway posing significant safety hazard, dead 
branches observed, large trunk canker | cavity on main trunk, tree is too large for area

19 Northern Catalpa (Stump) 42" Major - major upheaval of sidewalk, encroachment into sidewalk, girdled 
roots, exposed roots

Dead - only a stump remains in this location

20 Bradford Callery Pear 7" None - future heaving and curb displacement likely due to inadequate tree pit 
dimensions

Fair - branching conflicts with overhead wires, requires pruning to meet ADA branching height requirements at 
sidewalk, species is known for weak limb unions creating higher likelihood of limb breakage or structural failure

21 Japanese Zelkova 15" Moderate - moderate upheaval of sidewalk, future worsening of heaving and 
curb displacement likely due to inadequate tree pit dimensions, provides 
insufficient space for reconstructed curbing, provides insufficient space for 
reconstructed sidewalk or curbing

Poor - branching conflicts with building and overhead wires, health of tree appears to be declining, center of tree cut 
to accommodate overhead wires, large section leaning | growing over building posing safety hazard, significant 
portion of branches are dead at top of tree, tree is too large for area

22 Norway Maple 17" Major - major upheaval of sidewalk, encroachment into sidewalk, girdled 
roots, exposed roots, curb displaced, future worsening of heaving and curb 
displacement likely due to inadequate tree pit dimensions, provides 
insufficient space for reconstructed sidewalk or curbing

Fair - branching conflicts with building and overhead wires, some central branches cut to accommodate overhead 
wires, section leaning | growing over roadway posing significant safety hazard, tree is too large for area

23 Honey Locust 10" Moderate - Minor upheaval of sidewalk, curb displaced, future worsening of 
heaving and curb displacement likely due to inadequate tree pit dimensions, 
provides insufficient space for reconstructed sidewalk or curbing

Poor - branching conflicts with building and overhead wires, heavily pruned limbs on west side, central branches cut 
to accommodate overhead wires, tree is leaning | growing over roadway posing significant safety hazard, trunk 
damage observed at base of tree, tree is too large for area

24 Green Ash 19" Major - major upheaval of sidewalk, encroachment into sidewalk, exposed 
roots, future worsening of heaving and curb displacement likely due to 
inadequate tree pit dimensions, provides insufficient space for reconstructed 
sidewalk

Poor - branching conflicts with overhead wires, health of tree is declining, central branches cut to accommodate 
overhead wires, tree is leaning | growing over roadway and parking lot posing significant safety hazard, large trunk 
canker | cavity on main trunk, trunk damage observed at base of tree, tree is too large for area

25 Hawthorne 8" Minor - Minor upheaval of sidewalk, future worsening of heaving and curb 
displacement likely due to inadequate tree pit dimensions

Good | Fair - branching conflicts with overhead wires, thorned tree species are dangerous and inappropriate for 
sidewalk areas, may require pruning to meet ADA branching height requirements at sidewalk

26 Hawthorne 7" Minor - Minor upheaval of sidewalk, future worsening of heaving and curb 
displacement likely due to inadequate tree pit dimensions

Good | Fair - branching conflicts with overhead wires, thorned tree species are dangerous and inappropriate for 
sidewalk areas, may require pruning to meet ADA branching height requirements at sidewalk

27 Hawthorne 8" None - future heaving and curb displacement likely due to inadequate tree pit 
dimensions

Good | Fair - branching conflicts with overhead wires, thorned tree species are dangerous and inappropriate for 
sidewalk areas, may require pruning to meet ADA branching height requirements at sidewalk

28 Hawthorne 8" None - future heaving and curb displacement likely due to inadequate tree pit 
dimensions

Good | Fair - branching conflicts with overhead wires, thorned tree species are dangerous and inappropriate for 
sidewalk areas, may require pruning to meet ADA branching height requirements at sidewalk

29 Norway Maple 15" Moderate - girdled roots, exposed roots, future heaving likely due to 
proximity of tree to sidewalk

Fair - branching conflicts with overhead wires, some central branches cut to accommodate overhead wires, requires 
pruning to meet ADA branching height requirements at sidewalk

30 Norway Maple 19" Moderate - girdled roots, exposed roots, future heaving and curb 
displacement likely due to limited plant bed width

Poor - branching conflicts with overhead wires, health of tree is declining, central branches cut to accommodate 
overhead wires, tree has been heavily pruned to remove dead wood, may require pruning to meet ADA branching 
height requirements at sidewalk, , tree may be near end of normal life cycle

31 Crimson King Norway Maple 12" None - future heaving likely due to proximity of tree to sidewalk Good | Fair - branching conflicts with overhead wires, some central branches cut to accommodate overhead wires, 
requires pruning to meet ADA branching height requirements at sidewalk, weak limb unions observed creating higher 
likelihood of limb breakage or structural failure

32 Norway Maple 17" Minor - curb displaced, future heaving and worsening of curb displacement 
likely due to limited plant bed width, potential conflict with sewer manhole

Poor - branching conflicts with overhead wires, health of tree is declining, central branches cut to accommodate 
overhead wires, some prior trunk damage observed, weak limb unions observed creating higher likelihood of limb 
breakage or structural failure, tree may be near end of normal life cycle

33 Crimson King Norway Maple 12" Minor - girdled roots, exposed roots, future heaving likely due to proximity of 
tree to sidewalk

Good | Fair - branching conflicts with overhead wires, requires pruning to meet ADA branching height requirements 
at sidewalk

34 Norway Maple 21" Moderate - girdled roots, exposed roots, future heaving and curb 
displacement likely due to limited plant bed width

Fair - branching conflicts with overhead wires, health of tree is declining, central branches cut to accommodate 
overhead wires, some prior trunk damage observed, weak limb unions observed creating higher likelihood of limb 
breakage or structural failure, tree may be near end of normal life cycle



35 Kwanzan Cherry 18" Moderate - moderate upheaval of sidewalk, girdled roots, exposed roots, 
future worsening of heaving likely due to proximity of tree to sidewalk

Good | Fair - branching conflicts with building and overhead wires, requires pruning to meet ADA branching height 
requirements at sidewalk

36 Norway Maple 19" None Fair | Poor - branching conflicts with building and overhead wires, some central branches cut to accommodate 
overhead wires, weak limb unions observed creating higher likelihood of limb breakage or structural failure, tree may 
be near end of normal life cycle

37 Kwanzan Cherry 16" None - future heaving likely due to proximity of tree to sidewalk Good | Fair - branching conflicts with building and overhead wires, requires pruning to meet ADA branching height 
requirements at sidewalk, low branching habit of this tree makes it inappropriate for sidewalk areas

38 Red Maple 11" Moderate - girdled roots, exposed roots, encroachment into roadway, may 
provide insufficient space for future sidewalk or curbing

Fair - branching conflicts with overhead wires, health of tree is declining, canker | cavity on main trunk and branches 
observed, location of tree impairs site distance at intersection

39 Red Maple 9" Minor - exposed roots, may provide insufficient space for future sidewalk Good | Fair

40 Norway Maple 12" None - may provide insufficient space for future sidewalk Poor - health of tree is declining, dead branches observed, weak limb unions observed creating higher likelihood of 
limb breakage or structural failure

41 Red Maple 7" None - may provide insufficient space for future sidewalk Fair - dead branches observed, canker | cavity on main trunk, trunk damage observed
42 Red Maple 11" Minor - exposed roots, may provide insufficient space for future sidewalk Good | Fair - canker | cavity on branches observed

43 Silver Maple 49" Major - major upheaval of adjacent ground, encroachment into roadway and 
sidewalk, sidewalk removal performed, exposed roots, curb displaced, future 
worsening of heaving likely due to inadequate tree pit dimensions, provides 
insufficient space for reconstructed sidewalk or curbing

Good | Fair - tree is leaning | growing over roadway posing significant safety hazard, canker | cavity on main trunk 
observed, trunk damage observed, species is known for weak limb unions creating higher likelihood of limb breakage 
or structural failure, tree is too large for area

44 Honey Locust 15" Major - major upheaval of sidewalk, encroachment into sidewalk, exposed 
roots, curb displaced, future worsening of heaving and curb displacement 
likely due to inadequate tree pit dimensions, provides insufficient space for 
future sidewalk or curbing

Fair - branching will soon conflict with overhead wires, health of tree declining, tree to large for area

45 Honey Locust 11" Major - major upheaval of sidewalk, encroachment into sidewalk, exposed 
roots, curb displaced, future worsening of heaving and curb displacement 
likely due to inadequate tree pit dimensions, may provide insufficient space 
for future sidewalk or curbing

Fair | Poor - health of tree declining, tree is leaning | growing over sidewalk posing safety hazard

46 Red Oak 24" Major - major upheaval of sidewalk, encroachment into sidewalk, girdled 
roots, exposed roots, curb displaced, future worsening of heaving and curb 
displacement likely due to inadequate tree pit dimensions, provides 
insufficient space for reconstructed sidewalk or curbing

Good | Fair - branching conflicts with buildings and overhead wires, trunk damage observed, tree is too large for area

47 Amur Cork Tree 4" None - future heaving likely due to inadequate tree pit dimensions Poor | Nearly Dead - branching has been pruned | damaged, tree has minimal foliage
48 Norway Maple 9" Moderate - minor upheaval of sidewalk, curb displaced, future worsening of 

heaving and curb displacement likely due to inadequate tree pit dimensions, 
potential conflict with hydrant, proximity to existing staircase may provide 
insufficient space for reconstructed sidewalk without risk of future heaving

Fair | Poor - branching will soon conflict with building and overhead wires, health of tree is declining, dead branches 
observed, weak limb unions observed creating higher likelihood of limb breakage or structural failure

49 Norway Maple 25" Major - moderate upheaval of sidewalk, girdled roots, exposed roots, curb 
displaced, future worsening of heaving and curb displacement likely due to 
inadequate tree pit dimensions, provides insufficient space for reconstructed 
sidewalk or curbing

Good | Fair - branching conflicts with building and overhead wires, large section is leaning | growing toward buildings 
posing safety hazard, tree is too large for area, tree may be near end of normal life cycle

50 Crimson King Norway Maple 3" None - future heaving and curb displacement likely due to inadequate tree pit 
dimensions

Fair - branching will conflict with building in the future, trunk damage observed

51 Crimson King Norway Maple 4" None - future heaving and curb displacement likely due to inadequate tree pit 
dimensions

Good | Fair - branching will conflict with building in the future, branching conflicts with overhead wires, minor trunk 
damage observed

52 Norway Maple 16" Major - major upheaval of sidewalk, girdled roots, exposed roots, curb 
displaced, future worsening of heaving and curb displacement likely due to 
inadequate tree pit dimensions, provides insufficient space for reconstructed 
curbing

Fair | Poor - branching conflicts with overhead wires, health of tree is declining, heavily pruned limbs on east side, 
tree is leaning | growing over roadway posing significant safety hazard, dead branches observed, old trunk damage 
observed, tree is too large for area

53 Norway Maple 13" Major - major upheaval of sidewalk, girdled roots, exposed roots, curb 
displaced, future worsening of heaving and curb displacement likely due to 
inadequate tree pit dimensions, provides insufficient space for reconstructed 
curbing

Poor - branching conflicts with building and overhead wires, health of tree is declining, tree is leaning | growing over 
roadway posing safety hazard, dead tree top branches observed, significant trunk damage and splitting observed, 
canker | cavity from prior limb breakage at union observed, tree is too large for area



54 Green Ash 20" Major - major upheaval of sidewalk, encroachment into roadway, sidewalk 
removal performed, exposed roots, curb displaced, future worsening of 
heaving and curb displacement likely due to inadequate tree pit dimensions, 
provides insufficient space for reconstructed curbing

Poor - branching conflicts with building and overhead wires, health of tree is declining, tree is leaning | growing over 
roadway posing significant safety hazard, dead branches observed, old trunk damage observed, tree is too large for 
area

55 Norway Maple 9" None - future heaving and curb displacement likely due to inadequate tree pit 
dimensions

Poor - branching conflicts with building and overhead wires, health of tree is declining and tree is nearly dead, dead 
tree top branches observed, trunk splitting observed

56 Honey Locust 13" Moderate - minor upheaval of sidewalk, girdled roots, exposed roots, curb 
displaced, future worsening of heaving and curb displacement likely due to 
inadequate tree pit dimensions, future worsening of heaving and curb 
displacement likely due to inadequate tree pit dimensions, provides 
insufficient space for reconstructed curbing

Fair - branching conflicts with building and overhead wires, some decline in health and dead branches observed

57 Norway Maple 22" Moderate - moderate upheaval of sidewalk, girdled roots, exposed roots, 
curb displaced, future worsening of heaving and curb displacement likely due 
to inadequate tree pit dimensions, future worsening of heaving and curb 
displacement likely due to inadequate tree pit dimensions, provides 
insufficient space for reconstructed curbing

Fair - branching conflicts with building and overhead wires, large section is leaning | growing toward buildings posing 
safety hazard, some trunk splitting observed, tree is too large for area, tree may be near end of normal life cycle

58 Linden 17" Moderate - minor upheaval of sidewalk, girdled roots, exposed roots, curb 
displaced, future worsening of heaving and curb displacement likely due to 
inadequate tree pit dimensions, future worsening of heaving and curb 
displacement likely due to inadequate tree pit dimensions, provides 
insufficient space for reconstructed curbing

Good | Fair - branching conflicts with building and overhead wires, some storm-damaged branches observed, tree is 
too large for area

59 Linden 19" Major - moderate upheaval of sidewalk, encroachment into roadway, girdled 
roots, exposed roots, curb displaced, future worsening of heaving and curb 
displacement likely due to inadequate tree pit dimensions, provides 
insufficient space for reconstructed curbing

Good | Fair - branching conflicts with building and overhead wires, tree is slightly leaning over street, some storm-
damaged branches observed, tree is too large for area

60 Norway Maple 10" Major - moderate upheaval of sidewalk, girdled roots, exposed roots, curb 
displaced, future worsening of heaving and curb displacement likely due to 
inadequate tree pit dimensions, provides insufficient space for reconstructed 
curbing

Poor - branching conflicts with building and will soon conflict with overhead wires, health of tree is declining, top has 
been pruned | sheared in the past, tree is leaning | growing toward building posing safety hazard, some dead 
branches observed, canker | cavity on at base of tree observed

61 Norway Maple 13" Major - moderate upheaval of sidewalk, sidewalk removal performed, 
exposed roots, curb displaced, future worsening of heaving and curb 
displacement likely due to inadequate tree pit dimensions, provides 
insufficient space for reconstructed curbing

Fair | Poor - branching conflicts with building, tree is slightly leaning over street, trunk damage observed, large canker 
| cavity at base of tree, weak limb union observed creating higher likelihood of limb breakage or structural failure, 
tree is becoming too large for area, tree may be near end of normal life cycle
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